A Second Generation of Service Since 1959

PRODUCTION ART SPECIFICATIONS
FOR BENCH BILLBOARD COMPANY . 122206

Copyright 2006, Bench Billboard Company. All rights reserved.

CREATIVE SIZE: 3” X 9” (1/8" scale or 1 1% equals 12”) (Please no full sized art, no crop marks, and no art beyond 3” X 9” area.)

ACTUAL SIZE: 2°0”X 6°0” (24” X 72” OR 65cm x 210cm) SEE DIAGRAM & LIMITATIONS. SUBSTRATES: STYRENE or ADHESIVE VYNIL.

LIVE MATTER: Type and visual (live matter) must no closer than 1” (2.6cm) from sign edge due to ad panel framing. Ad panel covers frame panel bolts.

BLEED AREA: Up to all edges for background color(s) and/or graphic(s) only, due to ad panel framing system.

PRODUCTION: White backgrounds are discouraged. Digitally/inkjet printing (“photo realistic”’) or 4-color process silkscreen. 4-color process subject to
silkscreen process limitations. Colors: PMS matching system. Metallic or reflective colors not accepted. Boards may be UV finish coated or
laminated for weatherization; this may slightly affect exact PMS color matching. Bench Billboard Company (BBC) reserves the right to choose the
most appropriate production and display method and may adjust art to fit BBC’s specifications and requirements.

MATERIALS REQUIRED: DIGITAL ART MEDIA: Finished Production Art: Adobe Acrobat (*.pdf) with all type outlined, photos placed and linked,
and thumbnails included. One digital file per design. Art must be of a resolution between 300 dpi and 800 dpi (inclusive).

Vector (linear) images can be imported in the following formats (All text must be converted to curves, paths, outlines, vectors, etc.): EPS (*.eps)
or from Adobe Illustrator (*.ai, up to version 8.0) (Weld/unite overlapping objects.). Raster (bitmap) images can be imported in the following
formats: TIFF (*tif), JPEG (*.jpg). All disks must be a 3.5” floppy or CD-ROM. Art must be of a resolution between 300 dpi and 800 dpi
(inclusive). All image files must be placed and/or linked. Digital art files must be accompanied with two reference paper proofs (or equivalent)
noting Pantone colors used. Press proofs only available upon request at advertiser’s expense. All materials must be in our hands not later than thirty
(30) working days prior to contractual period. Files may be e-mailed to: artist@benchbillboard.com with a mention of the advertisers name and “bench ad
art” in the subject line. This e-mail address is for art files only and is not for correspondence otherwise.

PHYSICAL ART MEDIA: Finished art not more than 18% of actual size with color specification overlay or all separations (including
photos/illustrations) provided in registry full size film positives RRESD or RRESU. Black and White photo stat also accepted.

CLIENT SUPPLIED AD PANELS: Client may provide ad panels on .060 thick white styrene cut to an exact background area of 24” in height and
72” in length (See ACTUAL SIZE above) printed full bleed, with the live matter area being the center 22” by 70”. Ads on transit vinyl may also be
accepted with prior BBC approval. UV clearcoat is required. Twenty percent (20%) ad production over run required as spares. These presupplied
visuals may float within specified background area with a neutral color border unless otherwise specified. BBC must receive all Advertisers’
materials, approvals and instructions not later than fifteen (15) working days prior to any advertising posting date.

CONTRACTUAL OR POSTING DATE: Per the Agreement or with the average date of ad posting as determined by Bench Billboard Company.

CANCELLATIONS: Any cancellation must be submitted in writing and is subject to the terms of the Agreement.

SIGN EXTENSIONS: Ad panel extensions or embellishments are not available.

AD SAMPLES: Refer to the Gallery at www.benchbillboard.com.

Bench Billboard Company reserves the right to refuse, reject, or withdraw any design it deems unsafe or inappropriate for any reason and accepts no

responsibility whatsoever for omissions, poor quality or errors in advertiser provided art or materials and/or lack of following above art specifications.
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Ad panel covers frame panel stove head bolts.




